Canasil

resources inc.

Canasil Resources Inc. — Brenda Gold-Copper Porphyry Project
Vertically zoned gold-copper mineralized structure with increasing
Gold and copper grades at depth and open to depth

1700m

| Brenda Gold-Copper Property
Grade Zone Alteration Model

BR-96-03
26.21m (15.54-41.75m)
0.10% Cu, 0.92 gt Al
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BR-93-03
108.8m (12.20-121.00m)
0.144% Cu, 048 gt Au
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" 0.466 g/t Au, 0.088% Cu)
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BR-07-04
66m (312m — 378m)
0.310 g/t Au, 0.038% Cu)

1100m

BR-07-04
40m (420m — 460m)
0.418 g/t Au, 0.080% Cu)

58m (504m — 562m)
. t Au, 0.119% Cu)
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l:l Post-mineral quartz monzonite

- Porphyry dyke

Potassic feldspar-chlarite-magnetite
:l altered with quartz-magnetite-pyrite-
chalcopyrite stockworks

l:l Phyllic alteration
I:l Propylitic alteration
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/ Canasil Resources Inc. — Brenda Gold-Copper Porphyry Project
c Charegeability Section 10600N and Plan View at 400m  below surface

b o L Showing Porphyry Gold-Copper Zone flanked by Pyriti ¢ Halos

Drill Hole BR-07-04

Porphyry Gold-Copper Zone
300m — 400m wide, open below 500m
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